
230

40 CFR Ch. I (7–1–00 Edition)§ 60.144

(2) A monitoring device for the con-
tinual measurement of the water sup-
ply pressure to the control equipment.
The monitoring device is to be certified
by the manufacturer to be accurate
within ±5 percent of the design water
supply pressure. The monitoring de-
vice’s pressure sensor or pressure tap
must be located close to the water dis-
charge point. The Administrator must
be consulted for approval in advance of
selecting alternative locations for the
pressure sensor or tap.

(3) All monitoring devices shall be
synchronized each day with the time-
measuring instrument used under para-
graph (a) of this section. The chart re-
corder error directly after synchroni-
zation shall not exceed 0.08 cm (1⁄32

inch).
(4) All monitoring devices shall use

chart recorders which are operated at a
minimum chart speed of 3.8 cm/hr (1.5
in/hr).

(5) All monitoring devices are to be
recalibrated annually, and at other
times as the Administrator may re-
quire, in accordance with the proce-
dures under § 60.13(b).

(c) Any owner or operator subject to
the requirements of paragraph (b) of
this section shall report to the Admin-
istrator, on a semiannual basis, all
measurements over any 3-hour period
that average more than 10 percent
below the average levels maintained
during the most recent performance
test conducted under § 60.8 in which the
affected facility demonstrated compli-
ance with the mass standards under
§ 60.142(a)(1), (b)(1)(i) or (b)(2)(i). The ac-
curacy of the respective measure-
ments, not to exceed the values speci-
fied in paragraphs (b)(1) and (b)(2) of
this section, may be taken into consid-
eration when determining the measure-
ment results that must be reported.

[43 FR 15602, Apr. 13, 1978, as amended at 51
FR 161, Jan. 2, 1986; 54 FR 6667, Feb. 14, 1989]

§ 60.144 Test methods and procedures.
(a) In conducting the performance

tests required in § 60.8, the owner or op-
erator shall use as reference methods
and procedures the test methods in Ap-

pendix A of this part or other methods
and procedures as specified in this sec-
tion, except as provided in § 60.8(b).

(b) The owner or operator shall deter-
mine compliance with the particulate
matter standards in § 60.142 as follows:

(1) The time-measuring instrument of
§ 60.143 shall be used to document the
time and duration of each steel produc-
tion cycle and each diversion period
during each run.

(2) Method 5 shall be used to deter-
mine the particulate matter concentra-
tion. The sampling time and sample
volume for each run shall be at least 60
minutes and 1.50 dscm (53 dscf). Sam-
pling shall be discontinued during peri-
ods of diversions.

(i) For affected facilities that com-
menced construction, modification, or
reconstruction on or before January 20,
1983, the sampling for each run shall
continue for an integral number of
steel production cycles. A cycle shall
start at the beginning of either the
scrap preheat or the oxygen blow and
shall terminate immediately before
tapping.

(ii) For affected facilities that com-
menced construction, modification, or
reconstruction after January 20, 1983,
the sampling for each run shall con-
tinue for an integral number of pri-
mary oxygen blows.

(3) Method 9 and the procedures in
§ 60.11 shall be used to determine opac-
ity. Observations taken during a diver-
sion period shall not be used in deter-
mining compliance with the opacity
standard. Opacity observations taken
at 15-second intervals immediately be-
fore and after a diversion of exhaust
gases from the stack may be considered
to be consecutive for the purpose of
computing an average opacity for a 6-
minute period.

(c) To comply with § 60.143(c), the
owner or operator shall use the moni-
toring devices of § 60.143(b) (1) and (2)
during the particulate runs to deter-
mine the 3-hour averages of the re-
quired measurements.

[54 FR 6667, Feb. 14, 1989]
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